
TECHNICAL SUPPORT

ADVANTAGES

STANDARDS COMPLIANCE

GENERAL

SEBEX  200  is an hydrogen free  grouting admixture where 
a reduced water / cement ratio and positive expansion are 
required.  Applications include bed grouting, duct grouting, 
non-shrink in filling and jointing.

Gaseous expansion system compensates for plastic 
shrinkage and settlement improperly designed cementitious 
grout. Reduced water/cement ratio mixes in the grout mix 
ensures low permeability and long-term durability in service. 
Gives high grout fluidity with low water/cement ratio, thus 
making placement or injection of the grout easy. No metallic 
iron content to corrode & cause staining of deterioration due 
to rust expansion in the grout. Composition allows high early 
strength development in grouts, without the use of chlorides.

SEBEX 200 is a suitable pre stressing grout admixture 
complying with BS: 8110 part 1-1985, section 8.9.4.6.

DESCRIPTION

SEBEX 200 a plasticized expanding grout admixture is 
supplied as a powder admixture. The material is a combination 
of a plasticizing agent allows the use of a reduced water/cement
 ratio with consequent increased strengths and durability. The 
expansive medium counter acts the natural settlement and 
plastic shrinkage of the grout and aids stability and cohesion.

SSTP offers a comprehensive range of high performance, 
high quality concrete repair, and construction products.  
In addition, SSTP offers technical support service to 
specifiers, end-users and contractors, as well as on site 
technical assistance in location all over the country. 

PROPERTIES

Chloride content :  Nil to BS:  5075
Compressive Strength : The plasticising action of SEBEX 200 
allows reduction of the water/cement ratios of cementitious 
grouts whilst maintaining flow properties. This gives improvement 
in strength & long-term durability when cured under restraint. 

Time for expansion : 15 minutes  2 hours. Temperatures 
above 200 may slightly reduce these times.

Expansion Characteristics  :  The cont ro l led  pos i t i ve  
expansion in unset grouts incorporating SEBEX  200 overcomes 
plastic settlement when measured in accordance with 
ASTM C827. An unrestrained expansion of up to 4% is typical.

Setting Times  : SEBEX  200 does not significantly affect 
the setting times of cement based grouts. 

Compatibility :    SEBEX  200  is compatible with all types 
of Portland cement.  SEBEX  200 may be used in mixes 
containing certain other admixtures. Consult customer care 
for further information.

All grouting (specify details and areas of application) must be 
carried out with a cement based grout incorporating a must 
be iron-free and chloride-free and shall be added to the grout 
in the proportion of 225g of admixture per 50kg of cement. 
The admixture shall provide an expansion of up to 4% in the 
plastic grout, by means of a gaseous system. The admixture 
must be stored, handled and mixed strictly in accordance 
with the manufacturer's instructions.

PERFORMANCE SPECIFICATION

All grouting (specify details & areas of application) must be 
carried out using a cement-based grout, incorporating 
SEBEX  200 manufactured by us and applied strictly in 
accordance with the given technical datasheet.

SUPPLIER SPECIFICATION

I N T R O D U C T I O N :

All products are manufacturing by India's biggest Plant of its kind. M/s. Shalimar Seal & Tar Products Pvt. Ltd., an ISO 9001 accredited company having a highly equipped 
in-house Research & Development laboratory with ultra modern facilities for manufacturing a quality product under technical guidance & specifications provided by both 
Shalimar Seal & Tar Products Pvt. Ltd. & M/s. Kavassu International Pvt. Ltd. Products are backed by world's leading company NILE WATERPROOFING 
COMPANY Egypt, ISOLTEMA SPA, Italy & CAPITAL UNITED, Canada. All products are timetested with varying climatic conditions through out India and have got very 
strong history of service and case studies in various application areas viz-a-viz construction of Buildings, Factories, Harbors, Dams, Canals, Bridges Atomic, Thermal, 
Hydel Power projects, Tunnels, Sub-way Boxes, Tube Railways, Roadways, NHAI etc. Shalimar's have got a wide range of products includes some special products, which 
are obviously not in our product range because of their end use in specific applications. Details can be provided on request. All products are manufacturing by using 
indigenous as well as imported raw materials to meet out the international quality standards & design to combat water and dampness in structures. All products are easy to 
use, environment eco-friendly and provide the user a very cost-effective remedy to sort out the problems, which unless and until considered unsolvable.

(PLASTICISING AND HYDROGEN FREE  GROUT ADMIXTURE)

SEBEX - 200



Drastic overdosing of SEBEX  100 increases expansion and may cause frothing.

 
Kept in a dry store in its original packing.  High temperature & humidity storage 
may reduce this period.

SEBEX  200 has a shelf life of 6 months.

For best results a mechanically powered grout mixer must be used. For quantities 
up to 50kg a slow speed drill fitted with a high shear vane mixer. It is essential that 
machine mixing capacity & labour availability is adequate to enable the grouting 
operation to be carried out continuously. This may require the use of holding tank 
with provision for gentle agitation to maintain fluidity. The selected water content 
should be accurately measured into the mixer.  Slowly add the cement (& sand if 
required) & SEBEX  200. Mix continuously for 5 minutes, making sure that a 
smooth even consistency is obtained.

APPLICATION INSTRUCTIONS

APPLICATION : Areas to be grouted should be prepared to ensure substrates 
are clean, sound, and then pre-wetted.  The unrestrained surface area of the 
grout must be kept to a minimum.  Place the grout within 20 minutes of mixing to 
gain the full benefit of the expansion process.  Adopt usual placing or pumping 
procedures ensuring a continuous operation.

MIXING : For best results a mechanically powered grout mixer must be used. For 
quantities up to 50kg a slow speed drill fitted with a high shear vane mixer. It is 
essential that machine mixing capacity and labour availability is adequate to 
enable the grouting operation to be carried out continuously. This may require the 
use of holding tank with provision for gentle agitation to maintain fluidity. The 
selected water content should be accurately measured into the mixer. Slowly add 
the cement (and sand if required) and SEBEX 200. Mix continuously for 5 minutes, 
making sure that a smooth even consistency is obtained.

LIMITATIONS : SEBEX 100 is incompatible with High Alumina Cement.

ESTIMATING & PACKAGING : SEBEX  200 is supplied in 25. Kg. M.S drum

LIMITATIONS : SEBEX 200 is incompatible with High Alumina Cement.

CLEANING : Grouts mixed with SEBEX 200 should be removed from tools and 
equipment with clean water immediately after use.  Cured material should be 
removed mechanically or with Reebaklens.

CURING : On completion of grouting operation, any exposed areas which are not 
to be cut back should be thoroughly cured by means of water application, Kavassu
cure - LMC or kavassu curex curing membrane or wet Hessian.  

Note :  For grout, mortar or concrete mixes with an aggregate/cement 
ratio more than 1, use 4 x 225 g units of SEBEX  200 per 100kg of cement.

DOSAGE       :

     
OPC      Concreting Sand      Water        SEBEX  100       approx yield
 20-22 lit. 

22-24 lit. 
50 kg 
50 kg 

-
50 kg 

36 litres
57 litres 

225 g 
225 g 

EFFECTS OF OVER DOSING

STORAGE

SHELF LIFE

SEBEX  200 is of low hazard. 

PRECAUTIONS (Health&Safety)

Quality Assurance : As per ISO-9001

Contact with the skin and eyes, or inhalation of dust should be avoided.  Suitable 
protective clothing, gloves eye/face protection and dust mask should be worn.  
Any contact with skin, should be washed with clean water.  In case of contact with 
eyes, should be rinsed immediately with plenty of water & sought medical attention.
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